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Lamborghini Calor s.p.a.
Via Statale 342 - 44040 Dosso (Ferrara) - Italia
Tel. Italia 0532 / 359811 - Tel. Export 0532 / 359913
Fax Italia 0532 / 359952 - Fax Export 0532 / 359947
Internet: http://www.lamborghinicalor.it
E-mail: info@lamborghinicalor.it

EXA 20 27 32 40 50 60 70 80
Output kW 20,9 30,6 34,9 46,5 58,1 69,8 81,4 93,3

kcal/h 17.974 26.316 30.014 39.990 49.966 60.028 70.004 80.238
Input kW 23,25 34 38,6 51,4 64,1 77,2 89,7 103,2

kcal/h 19.995 29.240 33.196 44.204 55. 126 66.392 77.142 88.752
Efficiency at 100% % 90 90 90,4 90,4 90,6 90,4 90,7 90,4
Efficiency at 30% % 92 92 92,08 92,14 92,23 92,17 92,25 92,2
Loss on the casing % 1,25 1,16 1,12 0,9 0,75 0,72 0,69 0,54
Heating circuit pressure max bar 4 4 4 4 4 4 4 4
Heating temperature adjustment °C 0/80 0/80 0/80 0/80 0/80 0/80 0/80 0/80
Water content l 11 14 14 17 20 23 26 29
�P water circuit (�T 10°C) mbar 1 1,8 2,4 4,2 7,2 11 15 20
�P fumes circuit mbar 0,12 0,1 0,12 0,13 0,15 0,17 0,18 0,2
Elements n° 2 3 3 4 5 6 7 8
Heating supply (a1) Ø 11/2” 11/2” 11/2” 11/2” 11/2” 11/2” 11/2” 11/2”
Heating return (a2) Ø 11/2” 11/2” 11/2” 11/2” 11/2” 11/2” 11/2” 11/2”
Boiler drain (a3) Ø 1/2

1/2
1/2

1/2
1/2

1/2
1/2

1/2

Mains supply V/Hz 230/50 230/50 230/50 230/50 230/50 230/50 230/50 230/50
Weight kg 80 105 105 130 155 180 205 230
Packaging mm. 570x530x1020 570x530x1020 570x530x1020 570x730x1020 570x730x1020 570x940x1020 570x940x1020 570x1040x1020
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EXA boiler with PAC S heater
EXA 20 27 32 40
PAC S heater 80 120 80 120 80 120 80 120
Peak delivery over first 10 minutes l. 135 210 140 215 150 220 155 230
Continuous supply  (�T 30°C) l/h 665 655 816 900 816 1000 816 1000
Reset time   (�T 30°C) min. 7 8,5 6,5 8 6 7,5 6 7,5

EXA boilers

� Coil inlet temperature 85°C; coil outlet temperature 70°C; hot water inlet temperature Te 10°C; hot water outlet temperature Tu 40°C;
storage temperature 60°C.

� Peak delivery: this is the delivery that the heater is able to provide over the first 10 minutes of output, until a minimum water outflow
temperature of 25°C is reached.

� Reset: this is the time necessary to raise the temperature of the water in the heater from 10°C to 40°C (�T=30°C).

UK

Exa GB-02S2088_2  4-02-2003  10:42  Pagina 1




